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BALLISTIC HELMET B00112 
Protective area:                  0.13 m² 
Thickness:                          6.7-7.0 mm 
Ballistic Level NIJ:              IIIA (9 mm) & (.44) 
Material:                              Aramid or UHMWPE  
Accessories:                       Chin Strap, Pad &     
                                            Suspension System 
Features:  
•PASGT design  
•Significant weight savings.  
•Multi Layer Construction  
•Durable & Comfortable Suspension Straps 
•Compatible with chem/bio hazard masks 
•Leather & Form Cushioned 
•Ideal Ballistic Helmet for Law Enforcement, 
Military and Private Security Contractors. 

 

FAST BALLISTIC HELMET B00214 
Protective area:                  0.13 m² 
Thickness:                          6.7-7.0 mm 
Ballistic Level NIJ:              IIIA (9 mm) & (.44) 
Material:                              Aramid or UHMWPE  
Accessories:                       Chin Strap, Pad &     
                                            Suspension System 
Features:  
•USA High-Cut Ballistic Helmet  
•Above Ear or High Cut Design.  
•Protection Against:  9mm FMJ 124gr 
                                 .44 MAG SJHP 240gr 
•Significant weight savings.  
•Injection Molded Side Rails. Accessory rail 
connectors provide attachment points for quick 
attach or release of flashlight, camera, visor etc.  
•Re-positionable Slow Rebound Memory Foam 
Padding 
•Adjustable suspender straps and chin/neck pad 
for best fitting  
•Loop panels around, provide extra place to tag 
helmet with patch attachment.  
•Shorter sides for better hearing and integration 
with headsets.  
•Ideal Ballistic Helmet for Law Enforcement, 
Military and Private Security Contractors. 
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MICH HELMET B00315  
Protective area:                  0.13 m² 
Thickness:                          6.7-7.0 mm 
Ballistic Level NIJ:              IIIA (9 mm) & (.44) 
Material:                              Aramid or UHMWPE  
Accessories:                       Chin Strap, Pad &     
                                            Suspension System 
Features:  
•NIJ Level IIIA with full cut or Below the Ear 
•Made out of Aramid or UHMW PE with 
maximum durability.  
•Protection Against: 9mm FMJ , 124gr.44 MAG 
SJHP, 240gr  
•Interior pad system for outstanding comfort and 
maximum noise reduction.(7 velcro sponge 
padding)  
•No brim for better field of view.  
•Adjustable suspender straps and chin/neck pad 
for best fitting •Injection Molded Side Rails. 
Accessory rail connectors provide attachment 
points for quick attach or release of flashlights, 
camera, visor, etc.  
•Loop panels around, provide extra place to tag 
helmet with patch attachment 

 

BULLETPROOF HELMET MASK 
Size:                      145mm x 365mm 
Material:                 UHMW PE  
Thickness:             22mm  
Ballistic Level:        NIJ IIIA  
Weight:                  1.5 ± 0.05 kg 
 

Features:  
•NIJ Level IIIA  
•Maximum durability from UHMW PE.  
•Injection Molded Side Rails. 
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BALLISTIC VEST B005A1  
Protective area:    ≥0.28 m² 
Material:               Aramid or UHMW PE  
Weight:                Aramid NIJ IIIA: 2.95 ± 0.05 Kg 
                            PE NIJ IIIA: 2.85 ± 0.05 Kg 
Ballistic Level:     NIJ IIIA  
Fabric Material:   Polyester 600D 
 

Features:  
•Conforms to NIJ Standard-0101.06  
•Tested: .357, 9 mm, 45 ACP, .44 Magnum  
•Water-resistant panel cover with heat-sealed 
seams 
•Lightweight 4-way stretch “Ripstop” fabric 
•Complementary lightweight spacer mesh liner 
for improved airflow  
•Front and back plate pocket for (optional)  
Ballistic Plates for levels III, IIIA, IV 
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COMPLETE PROTECTION B006A1  
Protective area:    ≥0.50 m² 
Material:               Aramid or UHMW PE  
Weight:                Aramid NIJ IIIA: 6.50 ± 0.05 Kg 
                            PE NIJ IIIA: 5.80 ± 0.05 Kg 
Ballistic Level:     NIJ IIIA  
Fabric Material:   Polyester 600D 
 

Features:  
•Conform to NIJ Standard-0101.06  
•Tested: .357, 9mm, 45ACP, .44 MAGNUM 
•Water-resistant panel cover with heat-sealed 
seams 
•Lightweight 4-way stretch ripstop fabric 
•Complementary lightweight spacer mesh liner 
for improved airflow  
•Front and back plate pocket for (optional) level 
IIIA, III, IV ballistics plates  
•Detachable shoulder, collar, and throat.  
•Biceps, groin, and kidney/lower back protection.  
•360-degree MOLLE design. 
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TACTICAL BALLISTIC JACKET B007A1 
Protective area:   ≥0.28 m²  
Material:              Aramid or UHMW PE  
Weight:               Aramid NIJ IIIA: 3.30 ± 0.05 Kg  
                           PE NIJ IIIA: 3.20 ± 0.05 Kg 
Ballistic Level:     NIJ IIIA  
Fabric Material:   Polyester 600D 
 

Features:  
•Conforms to NIJ Standard-0101.06 
•Tested: .357, 9mm, 45ACP, .44 MAGNUM 
•Water-resistant panel cover with heat-sealed 
seams Lightweight 4-way stretch ripstop fabric  
•Complementary lightweight spacer mesh liner 
for improved airflow  
•Front and back plate pocket for (optional) level 
IIIA, III, IV ballistic plates  
•Strategicially located ergonomic VELCRO,  
brand hook and loop channels for easy fastening 
and removal 
•360-degree MOLLE design. 
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PE BALLISTIC PLATE B008A1 
Protective area:        0.07m2 
Material:                   UHMW PE  
Weight:                     0.5~1.65 ± 0.05 Kg  
Ballistic Level NIJ:    III, IV 
Painting process:    Cloth or Polyurea 
Size:                        250X300 mm  
Color:                      Black   
 

Features:  
• Single curve ergonomic design  
• Use of 100% high molecular weight   
  polyethylene for lightweight. 
• Chamfered design facilitates removal and  
  installation. 
• Can be used with ballistic vest as a front or rear 
panel to enhance the anti- ballistic level, or as a 
separate bullet-proof panel 
• Standardized size 250X300mm protects core of 
the body and can be customized in different sizes 
• Waterproof fabric or polyurea painting process, 
wear-resistant, aging-resistant, anti-corrosion, 
waterproof, and improve the life of the board. 

 

STEEL BALLISTIC PLATE B008A2 
Protective area:     0.07m2  
Material:                 Steel  
Weight:                  1.5~3.6 ± 0.05 Kg  
Ballistic Level NIJ:  III, IV   
Painting process:    Cloth or polyurea  
Size:                        250X300mm  
Color:                      Black  
 

Features: 
• Single curve ergonomic design  
• Chamfered design facilitates removal and 
installation  
• Can be used with a bullet-proof vest as a front 
or rear panel to enhance the anti-ballistic level, or 
as a separate bullet-proof panel  
• Standardized size 250X300mm protects body 
core and can be customized in different sizes  
• Waterproof fabric or polyurea painting process, 
wear- resistant, aging-resistant, anti-corrosion, 
waterproof, and improve the life of the board. 
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SIC BALLISTIC PLATE B009A1  
Protective area:       0.07m2 
Material:                  PE+SIC CERAMIC    
Weight:                   2~2.75 ± 0.05 Kg  
Ballistic Level NIJ:  III, IV 
Painting process:    Cloth or Polyurea  
Size:                        250X300mm  
Color:                      Black  
 

Features: 
• Single curve ergonomic design  
• Use ultra-high molecular polyethylene PE + SIC 
ceramic sheet provides higher ballistic level  
 
 

 

AL2O3 CERAMIC BALLISTIC PLATE B009B1 
Protective area:          0.07m2  
Material:                     PE+AL2O3 CERAMIC  
Weight:                      2~2.75 ± 0.05 Kg  
Ballistic Level NIJ:     III, IV 
Painting process:      Cloth or Polyurea  
Size:                         250X300mm  
Color:                       Black 
 

Features:  
• Single curve ergonomic design for ergonomics  
• Ultra-high molecular weight Polyethylene PE +   
  Alumina AL2O3 ceramic sheet for highest level  
 

 

 
X 

Common Features 
(applicable to both PE+SIC CERAMIC and Polyethylene PE + Alumina AL2O3) 

 

•   Chamfered design facilitates removal and installation  
•   Can be used with a bullet-proof vest as a front or rear panel to enhance the anti-ballistic level,  
     or as a separate bullet-proof panel  
•   Standardized size 250X300mm protects body core and can be customized in different sizes  
•   Waterproof fabric or polyurea painting process, wear-resistant, aging-resistant, anti-corrosion,   
    waterproof and improved shelf life of the plate. 

 


